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	Comparison Overview

June 2011
	Desktop 
Visualizers
	Ceiling 
Visualizers
	Live Image Cameras

	
	.VZ-3
	.VZ-8light³
	.VZ-8plus³
	.VZ-9plus³
	.VZ-P18
	.VZ-P38
	.VZ-C12³
	.VZ-C32³
	.EYE-10
	.EYE-12

	Camera
	1-CCD
	1-CCD
	1-CCD
	1-CCD
	1-CCD
	3-CCD
	1-CCD
	3-CCD
	1-CCD
	1-CCD

	sRGB color precision
	
	
	
	
	
	
	
	
	-
	

	Horizontal resolution (in lines)
	710
	750
	750
	820
	820
	1200
	820
	1200
	640
	820

	Resolution in Image Turn mode (in lines)
	-
	-
	960
	1050
	1050
	1550
	1050
	1550
	-
	1050

	Native resolution of camera
	SXGA-
WXGA
720p
	SXGA-
WXGA
720p
	SXGA-
WXGA
720p
	SXGA-
WXGA
720p
	SXGA-
WXGA
720p
	SXGA-3
WXGA3
720p3
	SXGA-
WXGA
720p
	SXGA-3
WXGA3
720p3
	XGA
	SXGA-
WXGA
720p

	Converted output signals (4:3 and 5:4)
	XGA
	XGA
	SXGA+
SXGA
XGA
SVGA
	UXGA
SXGA+
SXGA
XGA
SVGA
	UXGA
SXGA+
SXGA
XGA
SVGA
	UXGA
SXGA+
SXGA
SXGA-
SVGA
	UXGA
SXGA+
SXGA
XGA
SVGA
	UXGA
SXGA+
SXGA
XGA
SVGA
	-
	SXGA+
SXGA
XGA
SVGA

	Converted widescreen output signals 
(16:9 High Definition and 16:10)
	WXGA
	WXGA
	2x WXGA
	1080p 
2x WXGA
WSXGA WUXGA
	1080p 
2x WXGA
WSXGA WUXGA
	1080p 
2x WXGA
WSXGA WUXGA
	1080p 
2x WXGA
WSXGA WUXGA
	1080p 
2x WXGA
WSXGA WUXGA
	720p
WXGA
	1080p 
2x WXGA
WSXGA

	PAL/NTSC video output (native or converted)
	-
	-
	convert
	-
	-
	-
	-
	-
	-
	-

	DVI output (compatible with HDMI)
	
	
	
	
	
	
	
	
	-
	

	USB 2.0 Device port for PC/Mac (Twain/WIA compatible)
	
	
	
	
	
	
	
	
	-
	

	USB 2.0 Host port for USB-sticks etc.
	-
	-
	-
	
	
	
	
	
	-
	-

	RS232 port with professional protocol
	-
	
	
	
	
	
	
	
	
	

	Ethernet (LAN) port, IP-addressable
	basic
	-
	-
	
	
	
	
	
	-
	

	LAN-features: multicast/singlecast streaming and authentication
	-
	-
	-
	
	
	
	
	
	-
	

	Frames per second
	30
	30
	30
	30
	30
	30
	30
	30
	30
	30

	Effective megapixels per second
	36.8
	36.8
	36.8
	36.8
	36.8
	110.6
	36.8
	110.6
	23.6
	36.8

	Easy positioning of objects with "Synchronized Lightfield" 
	-
	-
	-
	-
	
	
	
	
	-
	-

	Easy positioning of objects with "Synchronized Lasermarkers" 
	-
	-
	-
	
	-
	-
	-
	-
	-
	-

	Built-in LCD preview monitor
	-
	-
	-
	
	
	
	-
	-
	-
	-

	Live to Freeze comparison (on two displays)
	-
	-
	-
	
	
	
	
	
	-
	-

	Live to Freeze comparison (picture in picture)
	-
	-
	-
	
	
	
	
	
	-
	-

	Firmware updates via
	LAN
USB
	USB
RS232
	USB
RS232
	LAN
USB
RS232
	LAN
USB
RS232
	LAN
USB
RS232
	LAN
USB
RS232
	LAN
USB
RS232
	RS232
	LAN
USB
RS232

	Optical zoom factor
	12x
	12x
	12x
	16x
	16x
	16x
	16x
	16x
	12x
	12x

	Digital zoom factor
	2x
	2x
	2x
	4x
	4x
	4x
	4x
	4x
	2x
	4x

	High Speed Autofocus
	
	
	
	
	
	
	
	
	
	

	Shadow free illumination / Illumination of hollow objects
	-
	-
	-
	-
	
	
	
	
	-
	-

	Total tilt range of camera
	-
	220°
	220°
	290°
	105°
	105°
	-
	-
	-
	-

	Tilt range of camera to audience / to speaker
	-
	100/120
	100/120
	180/110
	75°/30°
	75°/30°
	-
	-
	-
	-

	Turntable mounted (with table lock bolt)
	-
	-
	-
	
	-
	-
	-
	-
	-
	-

	Arm system (motorized, articulated or pneumatic)
	mech.
	pneu.
	pneu.
	artic.
	motor.
	motor.
	-
	-
	-
	-

	Motorized top mirror (for scrolling with remote control)
	-
	-
	-
	-
	
	
	-
	-
	-
	-

	User programmable presets 
	-
	1
	3
	3
	3
	3
	3
	3
	3
	3

	Special working surface for transparencies 
	
	
	
	
	
	
	
	
	optional
	optional

	Computer input / Input switch 
	
	
	
	
	
	
	
	
	-
	-

	Digital scaler for computer input
	-
	-
	-
	
	
	
	
	
	-
	-

	Seamless switch with fading effects
	-
	-
	-
	
	
	
	
	
	-
	-

	Image memory (number of pictures)
	1
	1
	9
	9 + USB
	9 + USB
	9 + USB
	9 + USB
	9 + USB
	4
	9

	Infrared remote control with laser pointer
	-
	-
	
	
	
	
	
	
	
	

	Touch screen remote control (by radio) with preview monitor and digital laser pointer
	-
	-
	-
	-
	
	
	-
	-
	-
	-

	Warranty (in years)
	5
	5
	5
	5
	5
	5
	5
	5
	5
	5


All units made in European Union (Austria)
Specifications and availability subject to change!
